


Silent: with a robust design
' |I I|| that absorbs vibrations,
models range from 28 to 36 dB

Easy access to all
internal components

Robust design: Stackability
and longitudinal airflow

High-efficiency
compressors with multiple
refrigerant implementation

Refrigeration
capacity
Available in
vV R452A
Mai? . v R449A
applications:
Cold Rooms V' R513A
v R404A

Vv R134a

0 Safety

1.Safety

The electrical box of Bioma is designed without
compromises: there are dedicated safety switches
for the main power supply, compressor and fan, to
protect you and the unit in every foreseeable
condition.

2. Condenser

Fin&tubes technology, in order to withstand
severe in-field conditions. The cleaning is easy
thanks to dedicated door wich integrates the
fan assembly.

3. Variable fan speed

With regulation based on pressure of
condensation is equipped as standard. It
contributes both to the reduction of noise and
electrical consumption.

4. Pressure switches

The whole product line up is equipped with a
dual adjustable pressure switch with
automatic reset both for high and low
pressure.
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5. Compressor

The units are equipped with Embraco reciprocating
or scroll compressors, depending on the model, all
with crankcase heater, offering a wide capacity
and ambient temperature range. LBP extended
working envelope is possible through scrolls liquid
injection technology.

6. 3 doors with lock

Openable with just a quarter of key turn, provide
full and fast accessibility to all the refrigeration
circuit, making maintenance easy.

7. Foam insulation

Is the material that, positioned on 5 sides of the
chassis, provide noise reduction at max level the
market can offer.



